
Model: HI-LUMEN HIBAY

INSTALLATION INSTRUCTIONS

Thank you for purchasing this SIMX Hibay. This luminaire requires a 
220V-240VAC power supply. Please read this manual thoroughly before 
installation and retain for future reference. 

HI-LUMEN 150W LHT0375 HI-LUMEN 200W LHT0376
Lamp Wattage 150W Lamp Wattage 200W

Current load 0.68A Current load 0.91A

Power Factor 0.96 Power Factor 0.96

LED type NICHIA 757G LED type NICHIA 757G

Nominal Flux 19500 lm Nominal Flux 27000 lm

Imax Intensity 7146 cd Imax Intensity 9430 cd

Weight 3.8kg Weight 5.4kg

HI-LUMEN - BOTH MODELS 
Voltage 220V - 240V AC 50Hz Light beam angle 120° to ½ peak intensity

Dimming 1 - 10VDC Colour Temperature 4000k

Working  
temperature -40°C to +50°C CRI (Ra) >80

Ingress Protection IP65 Warranty 5 years @Ta = 50°C

Construction Pure Aluminium Cold Forge Heatsink, Stainless Steel External Fixations,  

3 Metre Flex & Plug.

Also available on INDENT 
100W - 13600 Im     |   240W - 29980 Im 

Dimensions:
150W 200W

260mm

183mm

290mm

210mm

TECHNICAL SPECIFICATIONS



  IMPORTANT  
This product is suitable for use only with a supply voltage of 220-240V AC 50Hz. 

All electrical work must be carried out in accordance with local and national electrical codes as applicable. 
We strongly recommend that this light fitting is installed by a registered electrician.

Always switch power off prior to installation. A means of mains power isolation must be installed on the 
circuit for the purpose of safe access for any internal cleaning, recalibration, or maintenance.

This light fitting is not intended for use by persons (including children) with reduced physical, sensory or 
mental capabilities, or lack of experience and knowledge, unless they have been given supervision or 
instruction concerning use of the appliance by a person responsible for their safety. Young children should 
be supervised to ensure that they do not play with the appliance.

Any changes or modifications made or attem pted to this product, without the prior written approval of the 
manufacturer, will void any and all stated warranties. 

This light fitting is rated to IP65, making it suitable for indoor use where high dust and high humidity or 
wet conditions prevail. It is designed for normal ceiling suspension and should only be installed and used 
in this orientation.

This Hibay has a factory fitted 3-core 230V AC flex and plug. It is also supplied with 1-10VDC dimming 
cable to enable dynamic dimming control and occupancy switching (if required).

NOTE: This light must be installed by a registered electrical contractor

Isolate power supply before commencing any electrical work.  
The Hibay can operate with or without a reflector. If a reflector is required follow the diagram below.  
Only the Simx reflectors listed will fit to this product.

INSTALLING YOUR HI-LUMEN HIBAY



Suspend Hibay to stable structure using appropriate suspension method (not supplied).  
Adjust suspended height to desired position.

If required, connect the 1-10VDC cable to control circuit. Recommended cable is 0.5mm twisted pair. 
Note Cable polarity must be observed. If dimming is not required, cable tie this cable to the 230VAC 
cable to ensure it does not contact any part of the light fitting. Do not cut this cable from the Hibay - 
future use may require dimming.

Check cable glands are firmly tightened. Connect 230VAC flex and plug to installed powerpoint.  
Secure surplus cable in a coil, ensuring it is not resting on any part of the Hibay.

Reconnect power supply to ensure correct operation.



MANUFACTURER’S EXTENDED WARRANTY

This product is guaranteed by SIMX Ltd for 5 YEARS @ Ta=50°C from the date of purchase against 

faulty materials or workmanship which affects its designed ability to operate. During this period if 

the product has a defect of this nature it will be repaired or replaced free of charge by SIMX with 
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- The buyer returns it to the seller from whom it was bought, freight paid.

- The product has been bought by the user, i.e. a receipt/sales invoice is produced as proof of purchase

- The product has not been misused or handled carelessly, installed in anyway contrary to the installation  

  instructions, or installed in any unusually exposed or harsh environmental conditions.

This guarantee excludes liability for discolouration of paint or plastic, or any user replaceable parts. It does not  

confer any rights other than those expressly set out above and does not cover any claims for consequential  

loss or damage.
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Consumer law. You are entitled to a replacement or refund for a major failure and for compensation for 

any other reasonably foreseeable loss or damage. You are also entitled to have the Goods repaired or 

replaced if the Goods fail to be of acceptable quality and the failure does not amount to a major failure.

Distributed by: Simx Limited 
Ph: +64 9 259 1660 | Technical Support Ph: +64 9 259 1662 
Email: sales@simx.co.nz | www.simx.co.nz
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PRODUCT COMPLIANCES

Product is compliant with:  
AS/NZS 60598.1:2013    AS/NZS 60598.2.1:2014    EN55015:2013    EN61547:2009    EN61000.3.2:2014    
EN61000.3.3:2013    EN62493:2015    EN62031:2008 +A1:2013 +A2:2015

NOTE: The 5 year warranty applies to locations up to @ Ta=50°C max


